
GGX50 Grease Guardian
230VAC Specifications

TECHNICAL DATA
Weight_____________________________________________________________86 KG

Material________________________________Exterior, 304 stainless steel, bright finish

Interior____________________________Stainless Steel and Acetal Plastic Components

Tank Capacity____________________________________________________105 litres

Maximum Flow Rate_____________________________________3.15 litres per second

Skimming Device___________________________________________1 x skimming roller

 Solid Strainer Capacity_________________________________________________10 kg

Skimming Rate_________________________________________________Up to12 l/hr

Progamming/Control________________________24 hour, 7 day, multi functional digital

Hotwater Requirements_______________________min 0.75/l sec @3-6 bar, 40 tp 60 C

Progamming/Control________________________24 hour, 7 day, multi functional digital

Electrical Load_________________________________________230VAC, 1050W, 4.6A

 

GGX50 Features:

 

- Universal flow system

- PLC Controller

- Skimmer roller device

- Skimmer roller Spray System

- Hot Water Conditioning System

- Long Life Skimming Blade

- 10L grease container

 

 

Allow for the minimum clearances shown, 

including clearance for site pipe connections 

to inlet and outlet

 

Electrical supply is single phase. An 

RCD/ELCB rated 30mA must be installed

 

Provide adequate overhead clearance

for daily removal of strainer basket

 

Control panel cover should be fully accessible

to service personnel
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